
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
DEPRAG Angle-Drills are available in 
two design series:  
 
With collets and corresponding small 
angle-head for especially restricted 
application areas.  
 
With drill-chuck (standard accessory) 
or quick-change drill-chuck as an 
optional accessory.  
 
These tools are especially operator 
friendly, because of the 
soundproofed exhaust integrated on 
the air-inlet side.  
 
 

 
 
 
 
 
 
 
It is possible to use all angle-drills 
shown in this catalog either with- or 
without lubrication. Naturally, in either 
case, it is important to provide a dry 
and clean air supply. 
 
As useful accessories, we offer 
affordable maintenance units, special 
lubrication oil for air-operated 
machines, as well as balancers and oil-
resistant pressure-hoses (catalog D 
3340E).  
 

  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Lightweight Angle Drills 
with Collets up to 6-mm [¼”] Drill Capacity 
with Drill Chucks up to 10-mm [⅜”] Drill Capacity 
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With Collet 
 
 
 

Model # 
 

Part # 

141-1253 
 

302720K 
142-1253 

 
302720L 

134-221
 

302250C
282-0251

 
314895A 

282-1251
 

314895B 
282-2251

 
314895C 

282-7251 
 

314895D 

282-3251
 

314895E 

282-031 
 

314919A 

282-131 
 

314919B 

Drill Capacity in steel 

Drill Capacity in aluminum 

Collet capacity 

 

 

Speed [under load’] 

Air Consumption 

Power Output 

Distance from center of 
spindle to outside head   
                                         A 

Diameter                         D 
 
Total Length                    L 

Length                              I 

Height                             H 

Height                              h 

Weight 

Hose ID 

Connection Thread 

mm/in 

mm/in 

mm 

inch 

 

rpm

cfm 

kW / HP 

 

mm/in 

mm/in 

mm/in 

mm/in 

mm/in 

mm/in 

kg 

mm/in 

inch 

3 / ⅛ 

4.8 / 3/16 

3 – 4.8 

⅛ - 3/16 

 

4,000 

10.6 

0.2/0.28 

 

9/0.350 

40/1.57 

236/9.3 

84/3.30 

43/1.69 

32/1.26 

0.8 / 1.8 

6 / ¼ 

¼ male 

3 / ⅛ 

4.8 / 3/16 

3 – 4.8 

⅛ - 3/16 

 

4,000 

10.6 

0.2/0.28 

 

9/0.350 

40/1.57 

251/10.0 

99/3.90 

38/1.5 

27/1.06 

0.8 / 1.8 

6 / ¼ 

¼ male 

4 / 5/32 

6 / ¼ 

3 - 6 

⅛ - ¼ 

 

2,800 

10.6 

0.17/0.21

 

12/0.472

28/1.10 

233/9.2

60/2.36

53/2.09

49/1.93

0.7 / 1.5

6 / ¼ 

¼ male

6 / ¼ 

6 / ¼ 

3 - 6 

⅛ - ¼ 

 

14,000 

12.3 

0.25/0.35

 

15/0.590

38/1.5 

189/7.44

-- 

66/2.60 

-- 

.85 / 1.9 

6 / ¼ 

¼ male 

-- 

6 / ¼ 

3 - 6 

⅛ - ¼ 

 

3,600 

12.3 

0.25/0.35

 

15/0.590

38/1.5 

189/7.44

-- 

66/2.60 

-- 

0.9 / 2.0 

6 / ¼ 

¼ male 

6 / ¼ 

6 / ¼ 

3 - 6 

⅛ - ¼ 

 

2,100 

12.3 

0.25/0.35

 

15/0.590

38/1.5 

189/7.44

-- 

66/2.60 

-- 

0.9 / 2.0 

6 / ¼ 

¼ male 

6 / ¼ 

6 / ¼ 

3 - 6 

⅛ - ¼ 

 

1,100 

12.3 

0.25/0.35 

 

15/0.590 

38/1.5 

205/8.07 

-- 

66/2.60 

-- 

1.0 / 2.2 

6 / ¼ 

¼ male 

6 / ¼ 

6 / ¼ 

3 - 6 

⅛ - ¼ 

 

550 

12.3 

0.25/0.35

 

15/0.590 

38/1.5 

205/8.07 

-- 

66/2.60 

-- 

1.0 / 2.2 

6 / ¼ 

¼ male 

6 / ¼ 

6 / ¼ 

3 - 6 

⅛ - ¼ 

 

14,000 

16.6 

0.35/0.49

 

15/0.590

38/1.5 

200/7.87

-- 

66/2.60 

-- 

0.95 / 2.1

10 / ⅜” 

¼ male 

16 / ¼ 

6 / ¼ 

3 - 6 

⅛ - ¼ 

 

3,600 

16.6 

0..5/0.49

 

15/0.590

38/1.5 

200/7.87

-- 

66/2.60 

-- 

1.0 / 2.2 

10 / ⅜” 

¼ male 
 
 

    Specifications are based on an air pressure of 6.3 bar (90 PSI) 
 

    STANDARD EQUIPMENT:   
Collet 
 
Coupler, Plug and Wrench 

Ø 4.8 mm Ø 4.8 mm Ø 4.0 mm Ø 6.0 mm Ø 6.0 mm Ø 6.0 mm Ø 6.0 mm Ø 6.0 mm Ø 6.0 mm Ø 6.0 mm Ø 6.0 mm

 
 
 

       Continued on next Page….  

   Technical Data 





                   
 
                     

STANDARD EQUIPMENT:                                                          Drill-Chuck, Coupler and Plug 
 

 
 
                
 
               OPTIONAL EQUIPMENT: 
 

  
 113-221 

 

112-1251 
 

112-2251 
 

112-7251 
 

112-3251 
 

Drill Chuck 
Capacity:                          B12 
 
 
 
Chick-Change Drill Chuck    
Capacity:                          B12 
 
 
Capacity:                          B12 
 
 

  
Exhaust- and Pressure Hose 
[0.75m/2.5 ft]   [2m / 6.6 ft]    

 
0.8 – 10 
⅛ - ⅜ 

 
 
 

0.5 – 8 
1/64  - 5/16 

 
0.5 – 10 
1/64  - ⅜ 

 

 
-- 
 
 
 
 

-- 
 
 

-- 
 
 
 

-- 

 
804650 

 
 
 
 

804661 
 
 

804695 
 
 
 

313179A 

 
804650 

 
 
 
 

804661 
 
 

804695 
 
 
 

313179A 

 
804650 

 
 
 
 

804661 
 
 

804695 
 
 
 

313179A 

 
804650 

 
 
 
 

804661 
 
 

804695 
 
 
 

313179A 
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